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HJS
4.76MM Hex Jack Screw
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PART DESCRIPTION EXAMPLE

HJS4.76 — M3F X 4.76 — M3M X

Finish
Code

Material
Code

Length
Code

4.76

2.54
Min.

M3 x 0.5 6g

L

M3 x 0.5 6H

4.76

LENGTH

L
Length
Code
±0.13

4.76

6.35

7.94

9.52

11.11

12.70

14.29

15.87

17.46

19.05

Material
Code

Material
Description

STL Carbon Steel

SS Stainless Steel

BRS Brass

MATERIAL

Finish
Code

Finish
Description

Z Zinc with Clear Chromate

Z-BLK Zinc with Black Chromate

Z-YEL Zinc with Yellow Chromate

NI Electroplated Bright Nickel

BLK-OX Black Oxide

P Passivated

PLN Plain

TIN Electroplated Bright Tin

TIN-MATTE Electroplated Matte Tin

FINISH

All dimensions in millimeters.
Custom sizes, materials, and finishes available.

Jack screws may be ordered with (2) flat washers,
(1) lock washer, and (1) nut. To specify addKIT

to the end of the part description.

Ex. HJS3/16-440FX.187-440MX.500-STL-Z-KIT

12.70 — —STL Z


